EXCON

2006 SERIES

Wire to Board
pitch 2.0mm(.079")

m Specifications

1. Current rating: 3A AC/DC 7. Applicable PC board thickness:
2. Voltage rating: 250V AC/DC 0.8~1.6mm(.032" to .063”)

3. Withstand voltage: 800V AC/minute 8. Applicable wires: AWG#30-#24
4. Insulation resistance: 1000M () min Insulation 0.D.: 0.9-1.5mm

0. Contact resistance: 10m () max 9. Circuits: 2~16 circuits available
6. Temperature range: —25°C to +105°C

Part Code Information:

2006-WW XX YYY (3) Product Type
@ @@ @ HA=Housing
WV=Wafer (Vertical type)
(D Series Name WR=Wafer (Right angle type)
(®) Circuits Number TC=Terminal
02~16

00 For Terminal

(4) Material /Finishing/Color
351=Phosphor,Tin Pre—Plated
301=Phosphor,Tin Plated

001=NY 66 94V0,Natural Color
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ESCON
Wire to Board

2006 SERIES pitch 2.0mm(.079")

Crimp Terminal

1. Part No.: 200600TC301 ,200600TC351
2. Part Name: 2006 Terminal

3. Material: phosphor bronze

4. Finishing: Tin plated ,Tin pre-plated

0.25

010

06
024

= >
7.6
299

—> 0
Lt

19

075

c C = )
23
2.4
094
2 S
SEC A-A
Ordering Information and Dimensions:

Part No. Wire Range |Insulation 0.D. | Material Finishing Q'ty/reel
200600TC301 | AWG#30~#24| 0.9-1.5mm Phosphor | Tin plated 15,000pcs
200600TC351 | AWG#30~#24| 0.9-1.5mm Phosphor | Tin Pre—plated 15,000pcs

Part Code Information:

as_w_w &( m @ Product Type @ Material/ FlIllShlIlg/ Color
@ @@ @ TC=T inal 351=Phosphor,Tin Pre—Plated
=leérmina 301=Phosphor,Tin Plated

@ Series Name
@ Circuits Number

00 For Terminal
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ESCON
Wire to Board

2006 SERIES pitch 2.0mm(.079")

Housing

1. Part No.: 2006xxHA001

2. Part Name: 2006 Housing
3. Material: Nylon 66 UL 94V0
4. Color: Natural

A+1.2 48 6.8
A+.074 189 268
A 1.2

1 [047
Sf2l o il ..

kel

19
|.O75
WV

Lt
L]

(2 circuits) (3 circuits)
B
2.00 Tp] 4.6
079 |8 181

]m minl il

B uR(u BN A

5.1

201
3.2
126

Ordering Information and Dimensions:

Part No. Circuits| Dim A Dim B Part No. Circuits| Dim A Dim B
200602HA001 2 2.0(.079) 6.0(.236) 200610HA001 10 18.0(.709) | 22.0(.866)
200603HA001 3 4.0(.157) 8.0(.315) 200611HA001 1 20.0(.787) | 24.0(.945)
200604HA001 4 6.0(.236) | 10.0(.394) 200612HA001 12 22.0(.866) | 26.0(1.024)
200605HA001 5 8.0(.315) 12.0(.472) 200613HA001 13 24.0(.945) | 28.0(1.102)
200606HA001 6 10.0(.394) | 14.0(.551) 200614HA001 14 26.0(1.024) | 30.0(1.181)
200607HA001 7 12.0(.472) | 16.0(.630) 200615HA001 15 28.0(1.102) | 32.0(1.260)
200608HA001 8 14.0(.551) | 18.0(.709) 200616HA001 16 30.0(1.181) | 34.0(1.339)
200609HA001 9 16.0(.630) | 20.0(.787)

Part Code Information:

2006-WW XX YYY (3) Product Type (®) Material /Finishing/Color
ONOIOIO) HA=Housing 001=NY 66 94V-0Natural Color
@ Series Name

@ Circuits Number
02~16
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EXCON

2006 SERIES

Wire to Board
pitch 2.0mm(.079")

Wafer (Vertical type)
1. Part No.: 2006xxWV001
2. Part Name: 2006 Wafer
3. Material: Nylon 66 UL 94V0

Pin: Brass bronze, Tin Plated

4. Color: Natural
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RECOMMENDED PCB LAYOUT

(PCB T=1.0~1.6mm)
(PCB T=.039~.063in)

6.8REF,

Mating Dimensions

Ordering Information and Dimensions:

Part No. Circuits| Dim A Dim B Part No. Circuits| Dim A Dim B
200602WV001 2 2.0(.079) 6.0(:236) 200610WV001 10 18.0(.709) | 22.0(.866)
200603WV001 3 4.0(.157) 8.0(.315) 200611WV001 1 20.0(.787) | 24.0(.945)
200604WV001 4 6.0(.236) | 10.0(.394) || 200812WV001 12 22.0(.866) | 26.0(1.024)
200605WV001 5 8.0(.315) 12.0(.472) || 200613WV001 13 24.0(.945) | 28.0(1.102)
200606WV001 6 10.0(.394) | 14.0(.551) 200614WV001 14 26.0(1.024) | 30.0(1.181)
200607WV001 7 12.0(.472) | 16.0(.630) || 200815WV001 15 28.0(1.102) | 32.0(1.260)
200608WV001 8 14.0(.551) | 18.0(.709) || 200816WV001 16 30.0(1.181) | 34.0(1.339)
200609WV001 9 16.0(.630) | 20.0(.787)

Part Code Information:

2006-WW XX YYY

ONOIOXO)

@ Series Name

@ Circuits Number
02~16

@ Product Type

WV=Wafer (Vertical type)

(®) Material /Finishing/Color
001=NY 66 94V-0,Natural Color
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ESCON
Wire to Board

2006 SERIES pitch 2.0mm(.079")

Wafer (Right angle type)

1. Part No.: 2006xxWR001

2. Part Name: 2006 Wafer

3. Material: Nylon 66 UL 94V0
Pin: Brass bronze, Tin plated

4. Color: Natural
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Ordering Information and Dimensions:
Part No.  |Circuits| Dim A Dim B Part No.  |Circuits| Dim A Dim B
200602WR001 | 2 2.0(.079) | 6.0(236) || 200610WR001 | 10 | 18.0(:709) | 22.0(.866)
200603WR001 | 3 4.0(157) | 8.0(315) || 200611WR001 | 11 | 20.0(.787) | 24.0(.945)
200604WR001 | 4 | 6.0(:236) | 10.0(394) || 200612WR001 | 12 | 22.0(.866) | 26.0(1.024)
200605WR001 | 5 8.0(.315) | 12.0(472) || 200613WR001 | 13 | 24.0(945) | 28.0(1.102)
200806WR001 | 6 | 10.0(.394) | 14.0(551) || 200614WR001 | 14 | 26.0(1.024) | 30.0(1.181)
200607WR001 | 7 | 12.0(472) | 16.0(630) || 200615WR001 | 15 | 28.0(1.102) | 32.0(1.260)
200608WR001 | B | 14.0(551) | 18.0(.709) || 200616WR001 | 16 | 30.0(1.181) | 34.0(1.339)
200809WR001 | 9 | 16.0(.630) | 20.0(.787)

Part Code Information:

2006-WW XX YYY (3) Product Type (®) Material /Finishing/Color
D @6 @ WR=Wafer (Right angle type) 001=NY 66 94V-0Natural Color
@ Series Name

@ Circuits Number
02~16
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