EXCON

Wire to Board

8822 SERIES pitch 2.54mm(.100")
m Specifications

1. Current rating: 1A AC/DC 7. Applicable PC board thickness:

2. Voltage rating: 250V AC/DC 1.0~1.6mm(.039” to .063")

3. Withstand voltage: 500V AC/minute 8. Applicable wires: AWG#28—#22

4. Insulation resistance: 1000M QQ min Insulation 0.D.: 0.8—1.5mm

0. Contact resistance: 20m (O max 9. Circuits: 2~32 circuits available

6. Temperature range: —40°C to +105°C

Part Code Information:

8822-WW XX YYY (3) Product Type (4) Material /Finishing/Color
O @6 ® HA=Housing 351=Phosphor,Tin Pre-Plated
_ HB=Housing 003=NY66 UL94-V0,Color Black
(D Series Name Wi=Wafer (Vertical type) 203=PBT UL94-V0,Color Black
@ Circuits Number WR=Wafer (Right angle type)
02~32 TC=Terminal
00 For Terminal TS=Terminal
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ESCON
Wire to Board

8822 SERIES pitch 2.54mm(.100")

Crimp Terminal

1. Part No.: 882200TC351

2. Part Name: 8822 Terminal
3. Material: Phosphor bronze
Finishing: Tin pre—plated
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Ordering Information and Dimensions:

DIM (mm)
A[BJc D
1 [8822007C35 |2.1 [1.9 1.7 [17[AWG22~ 424 [ 1.0-16mm | pogrnor | 20,000pcs
2 (88220078351 2.0 [1.7 [1.37[1.37AWG#26~#28 | 0.8-1.2mm '

Wire Range |Insulation 0.D. | Material | Q'ty/reel

No.| Part No.

Part Code Information:

8822-WW XX YYY @ Product Type @ Material /Finishing /Color

TC=Terminal 351=Phosphor,Tin Pre—Plated

@ Series Name TS=Terminal
@ Circuits Number

00 For Terminal
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ESCON
Wire to Board

8822 SERIES pitch 2.54mm(.100")

Housing

1. Part No.: 8822xxHA203

2. Part Name: 8822 Housing

3. Material: PBT UL94-V0/NY66 UL94-VO.
4. Color: Black
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Ordering Information and Dimensions:

Part No. |Circuits| Dim A Dim B Part No. |Circuits] Dim A Dim B

882202HA203 | 2 | 2.54(.100) | 6.14(:242) || 8B2213HA203 | 13 | 30.48(1.200)| 34.08(1.342)
882203HA203 | 3 | 5.08(.200) | 8.68(:342) || 8B2214HA203 | 14 | 33.02(1.300)] 36.62(1.442)
882204HA203 | 4 | 7.62(.300) | 11.22(442) || B8B2215HA03 | 15 | 35.56(1.400)] 39.16(1.542)
882205HA203 | 5 | 10.16(.400) | 13.76(542) || 8B2216HA203 | 16 | 38.10(1.500) | 41.70(1.642)
882206HAZ03 | 6 | 12.70(.500) | 16.30(:642) || 882216HA203 | 18 | 43.18(1.700) | 46.78(L.842)
882207HAR03 | 7 | 15.24(.600) | 18.84(.742) || 8B2220HA203 | 20 | 48.26(1.900)] 51.86(2.042)
882208HA203 | B | 17.78(.700) | 21.38(842) || 882222HA203 | 22 | 53.34(2.100) | 56.94(2.242)
882200HA203 | 9 | 20.32(:800) | 23.92(.942) || 882225HA03 | 25 | 60.96(2.400)| 64.56(2.542)
BB2210HA203 | 10 | 22.86(.900) | 26.46(1.042)|| 882230HA203 | 30 | 73.66(2.900)| 77.26(3.042)
BB2212HA203 | 12 | 27.94(1.100) | 31.54(1.242)|| 882232HA203 | 32 | 78.74(3.100)] 82.34(3.242)

Part Code Information:
8822-WW XX YYY (3) Product Type (®) Material /Finishing/Color

@ @@ @ HA=Housing 203=PBT UL94-V0,Color,Black

003=NY66 UL94-V0,Color Black
@ Series Name

@ Circuits Number
02~32
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EXCON

8822 SERIES

Wire to Board
pitch 2.54mm(.100")

Housing
1. Part No.: 8822xxHB203

2. Part Name: 8822 Housing

3. Material: PBT UL94—V0/NY66 UL94-VO0.
4. Color: Black
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Ordering Information and Dimensions:

Part No. [Circuits| Dim A Dim B Part No. |[Circuits| Dim A Dim B Part No. |Circuits| Dim A Dim B
882202HB203| 2 2.54(.100) | 5.08(.200) ||882213HB203| 13  [30.48(1.200)33.02(1.300)| | 882224HBR03| 24 [58.42(2.300)60.96(2.400
882203HB203| 3 5.08(.200) | 7.62(.300) ||882214HB203| 14  [33.02(1.300)35.56(1.400) | 882225HB203| 25 |60.96(2.400)63.50(2.500
882204HB203| 4 7.62(.300) |10.16(.400) ||882215HBR03| 15 [35.56(1.400)38.10(1.500)| | 882226HBR03) 26  |63.50(2.500)66.04(2.600
882205HB203| 5 10.16(.400) |12.70(.500) | | 882216HBR03| 16  [38.10(1.500)140.64(1.600)] | 882227HBR03| 27  |66.04(2.600)68.58(2.700
882206HB203| 6 12.70(.500) [15.24(.600) | | 88221 7HB203| 17  |40.64(1.600)43.18(1.700)| | 882228HB203| 28 [68.58(2.700]71.12(2.800)
882207HBR03| 7 15.24(.600) |17.78(.700) | | 88221BHB203| 18  |43.18(1.700)145.72(1.800)] | 882229HBR03| 29  |71.12(2.800)[73.66(2.900
882208HB203| 8 17.78(.700) |20.32(.800)| | 882219HB203| 19 [45.72(1.800)48.26(1.900) |882230HB203| 30 [73.66(2.900]76.20(3.000
882209HBR03| 9 20.32(.800)|22.86(.900)| | 882220HB203] 20 [48.26(1.900)50.80(2.000) | 882231HB203| 31 [76.20(3.000)78.74(3.100)
882210HB203| 10  |22.86(.900)|25.40(1.000)| 882221HB203| 21  |50.80(2.000)53.34(2.100)] [ 882232HBR03| 32  |78.74(3.100)81.28(3.200)
882211HB203| 11 [25.40(1.000)27.94(1.100) [882222HB203| 22 [53.34(2.100)55.88(2.200
862212HB203| 12 [27.94(1.100)}30.48(1.200) | 882223HB203] 23 [55.88(2.200)58.42(2.300

Part Code Information:
8822-WW XX YYY

@ OO

@ Series Name
@ Circuits Number

02~ 32

@ Product Type
HB=Housing,

(®) Material /Finishing/Color

203=PBT UL94-V0,Color,Black
003=NY66 UL94-V0,Color Black
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ESCON
Wire to Board

8822 SERIES pitch 2.54mm(.100")

Wafer (Vertical type)

1. Part No.: 8822xxWV003

2. Part Name: 8822 Wafer

3. Material: PBT UL94-V0/NY66 UL94-VO.
Pin: Brass bronze, Tin plated

4. Color: Black
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Ordering Information and Dimensions:

Part No. |[Circuits| Dim A Dim B Part No. |[Circuits| Dim A Dim B Part No. |[Circuits| Dim A Dim B
882202WV003| 2 2.54(.100) [8.43(.332) ||8B2213WV003| 13 [30.48(1.200)36.37(1.432) | 882224WV003| 24 [58.42(2.300)64.31(2.532)

882203WV003[ 3 5.08(.200) [10.97(.432) [|882214WV003| 14 [33.02(1.300)38.91(1.532)| | 882225WV003| 25 [60.96(2.400)66.85(2.632
882204WV003| 4  [7.62(.300) [13.51(.532) ||882215WV003| 15 [35.56(1.400)41.45(1.632)| | 882226WV003| 26  [63.50(2.500)69.39(2.732
882205WV003| 5 10.16(.400) [16.05(.632) | | 882216WV003| 16  [38.10(1.500)43.99(1.732)| | 882227WV003| 27 |66.04(2.600)71.93(2.832)
882206WV003| 6 12.70(.500) [18.59(.732) | [882217WV003| 17  140.64(1.600)46.53(1.832)( | 882228WV003| 28 |68.58(2.700)74.47(2.932
882207WV003| 7 15.24(.600) [21.13(.832) ||882218WV003| 18  [43.18(1.700)49.07(1.932)( | 882229WV003| 29  [71.12(2.800)[77.01(3.032)
882208WV003| 8 17.78(.700) [23.67(.932) | [ 882219WV003| 19  45.72(1.800)51.61(2.032)( | 882230WV003| 30  [73.66(2.900)79.55(3.132)

882209WV003| 9 20.32(.800) [26.21(1.032) | 882220WV003| 20 |48.26(1.900)54.15(2.132)| | 882231WV003| 31  [76.20(3.000)82.09(3.232
882210WV003 [ 10  |22.86(.900)(28.75(1.132) [ 882221WV003| 21  [50.80(2.000)56.69(2.232) | 882232WV003| 32  [78.74(3.100)84.63(3.332
882211WV003| 11  ]25.40(1.000)31.29(1.232)| | 882222WV003| 22 [53.34(2.100)59.23(2.332
B82212WV003| 12  [27.94(1.100)33.83(1.332) [882223WV003| 23  |55.88(2.200)61.77(2.432)

Part Code Information:
8822-WW XX YYY (3) Product Type (4) Material /Finishing/Color

O @6 @ WV=Wafer (Vertical type) 003=NY66 UL94-V0,Color,Black
203=PBT UL94-V0,Color,Black

@ Series Name

(2) Circuits Number
02~32
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ESXCON
Wire to Board

8822 SERIES pitch 2.54mm(.100")

Wafer (Right angle type)

1. Part No.: 8822xxWR003

2. Part Name: 8822 Wafer

3. Material: PBT UL94-V0/NY66 UL94-VO.
Pin: Brass bronze, Tin plated

4. Color: Black
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Ordering Information and Dimensions:

Part No. [Circuits| Dim A Dim B Part No. [Circuits| Dim A Dim B Part No. [Circuits| Dim A Dim B
882202WR003| 2 2.54(.100) [8.43(.332) ||8B2213WR003| = 13 [30.48(1.200)36.37(1.432) | 882224WR003| 24 [58.42(2.300)64.31(2.532)
882203WR003| 3 5.08(.200) [10.97(.432) || 882214WR003]' 14  [33.02(1.300)38.91(1.532)| | 882225WR003| 25 |60.96(2.400)66.85(2.632
882204WR003| 4 7.62(.300) [13.51(.532) ||882215WR003| 15 [35.56(1.400)41.45(1.632)| [ 882226WR003| 26  |63.50(2.500)69.39(2.732
882205WR003| 5 10.16(.400) [16.05(.632) ||882216WR003| 16  [38.10(1.500)43.99(1.732)  [882227TWR003| 27 |66.04(2.600)71.93(2.832)
882206WR003| 6 12.70(.500) [18.59(.732) ||882217WR003| 17  [40.64(1.600)46.53(1.832) |882228WR003| 28 |68.58(2.700)74.47(2.932
882207WR003| 7 15.24(.600) [21.13(.832) ||88221BWR003| 18 [43.18(1.700)49.07(1.932) [882229WR003| 29 [71.12(2.800)[77.01(3.032)
882208WR003| 8 17.78(.700) [23.67(.932) | [882219WR003| 19 145.72(1.800)51.61(2.032)| | 882230WR003] 30 73.66(2.900)79.55(3.132)

882209WR003| 9 20.32(.800) [28.21(1.032)| | 882220WR003] 20 148.26(1.900)54.15(2.132)| | 882231WR003| 31 76.20(3.000)82.09(3.232
882210WR003| 10  |22.86(.900)[28.75(1.132) [ 882221WR003| 21  |50.80(2.000)56.69(2.232) | 882232WR003| 32  [78.74(3.100)84.63(3.332
882211WR003| 11  ]25.40(1.000)31.29(1.232)| |882222WR003| 22  [53.34(2.100)59.23(2.332
B82212WR003| 12  [27.94(1.100)}33.83(1.332) [ 882223WR003| 23  |55.88(2.200)61.77(2.432)

Part Code Information:

8822-WW XX YYY (3) Product Type (4) Material /Finishing/Color

O @B ® WR=Wafer (Right angle type) 003=NY66 UL94-V0,Color,Black
203=PBT UL94-V0,Color,Black

@ Series Name

(2) Circuits Number
02~32
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